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Missel compact toilet cisterne

Universal design options in corners or against walls

Missel compact toilet cistern® 6 litre with central foot for wall-mounted WC
with the highest acoustic standards
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Ref. no. Designation Pack
qty/
units

288-2080 MSR-M DN 90 with central foot for mounting on screed or finished 1

floor, vertical adjustment up to 70 mm
288-4080 MSR-M DN 90 with central foot for mounting on bare floor, 1

vertical adjustment from 70 up to 140 mm

Supplied with the Missel compact toilet cistern®

I Compact element with installation material, height 960 mm, width 360 mm, depth 210 mm

1 6 litre cistern with inlet valve and discharge fittings

I Waste water connecting bend with structure-borne-sound insulation
DN 90 as the case may be DN 100

I WC fastening M12, fixing clearances 180 mm and 230 mm

I Structure-borne sound insulation and condensed water protection

I Top mounted multi-purpose flush button with flushing-stop-function and inspection
panel matt chrome

I WC connection fitting

I Missel system sound insulation profile for WC

More accessories see page 15.

Mounting versions of the Missel compact toilet cistern® and compact elements

Corner installation Diagonal installation Corner and diagonal Installation parallel
45° 45° installation 30°/60° to the wall
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Please order for the diagonal installation and installation parallel to the wall additional fixation, see page 16.

Dimensions
without tiling
panel
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Missel base element compact toilet cistern®

> Base element for Missel compact toilet cistern® 6 litres for wall-mounted WC
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E Recommended in addition to the base element:
Missel sound insulating jacket
Ref. no. Designation Pack
qty/
units
287-1090 Missel sound insulating jacket for damping the structure-borne 1

sound from the waste water connecting bend

Missel sound insulation set for the Missel compact toilet cistern®
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287-2820 Missel system sound insulation sets for WC and bidet 1
Missel inspection panel for the Missel compact toilet cistern®
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u Ref. no. Designation Pack
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' 287-1029 Missel inspection panel upper part complete matt chrome 1
! with multifunction button and operating rod, standard
287-2151 Missel inspection panel upper part complete white 1
with multifunction button and operating rod, standard
287-2152 Missel inspection panel upper part complete pergamon 1
with multifunction button and operating rod, standard
287-2153 Missel inspection panel upper part complete blue 1
with multifunction button and operating rod, standard
287-2154 Missel inspection panel upper part complete satin oxidized 1
with multifunction button and operating rod, standard finished
287-2155 Missel inspection panel upper part complete with stainless steel 1

multifunction button and operating rod, standard




